Speed controller

* Possible combination of speed controller and motor

- Output Motor Voltage Speed controller
(W) [Certified Part No. V) MGSD type EX type SD48 type EX48 type
60 mm sq. 3 MB1X3GV4L 100 MGSDA1 % DV1131 DVSD48AL DVEX48AL
(286inchsa)| ¢ MB1X6GVAL 100 MGSDA1 DV1131 DVSD48AL DVEX48AL
MB1XEGV4Y 200 MGSDB2 * DV1231 DVSD48AY DVEX48AY
] MB1XEGV4LG(A) 100 MGSDA1 % —— | e
] MB1XBGV4DG(A) 110/115 MGSDA1 -
k] MB1XEGVAYG(A) 200 MGSDB2 e
o ME1XE8GVAGG(A) 220/230 MGSDB2 % e
70mmsq. [ 10 M71X10GVAL 100 MGSDA1 ¥ DV1131 DVSD48AL DVEX48AL
(2.76 inchsq)) i M71X10GV4Y 200 MGSDB2 % DV1231 DVSD48AY DVEX48AY
15 M71X15GV4L 100 MGSDA1 % DV1132 DVSD48AL DVEX48AL
M71X15GV4Y 200 MGSDB2 DV1231 DVSD48AY DVEX48AY
M71X15GVALG(A) 100 MGSDA1 s | s | e
k] M71X15GV4DG(A) 110/115 MGSDA1 % SR
o M71X15GVAYG(A) 200 MGSDB2 % T I
o M71X15GV4GG(A) 220/230 MGSDB2 K| = -
80 mm sq. 15 ————- MB1X15GV4L 100 MGSDA1 * DVi1132 DVSD48AL DVEX48AL
] (315 inchsq) -~ | MBIX15GVAY 200 MGSDB2 % [  DV12831 DVSD48AY DVEX48AY
§ 25 M81X25GV4L 100 MGSDA1 * DV1132 DVSD48BL DVEX48BL
| | | e MB1X25GV4Y 200 MGSDB2 ¥ DV1234 DVSD48BY DVEX48BY
§ o M81X25GV4LG(A) 100 MGSDA1 % e
2 o M81X25GV4DG(A) 110/115 MGSDA1 % el T I
§_' o MB1X25GVAYG(A) 200 MGSDB2 % B I I
§ o MB1X25GV4GG(A) 220/230 MGSDB2 % P
'g" 90 mmsq | 40 | ---- MO1X40GV4L 100 MGSDA1 DV1132 DVSD48BL DVEX48BL
) (354 ohsa) Mg1X40GVAY 200 MGSDB2 * DV1234 DVSD48BY DVEX48BY
g"‘ k] ME1X40GVALG(A) 100 MGSDA1 % e
o M1X40GV4ADG(A) 110/115 MGSDA1 % e e
[A] MO1X40GVAYG(A) 200 MGSDB2 # s | w0 sl
(%] MO1X40GVAGG(A) 220/230 MGSDB2 = |'" s | ==
80 M91Z60GV4L 100 MGSDB1 DV1134 DVSD48CL DVEX48CL
Mo1Z60GV4Y 200 MGSDB2 DV1234 DVSD48CY DVEX48CY
o M21Z60GV4LG(A) 100 MGSDB1 | - e
o M21Z80GV4DG(A) 110/115 MGSDB1 % s
A M91Z60GV4AYG(A) 200 MGSDB2 % | - | e -
o M91Z60GVAGG(A) 220/230 MGSDB2 e I
90 | = M91Z90GV4L 100 MGSDB1 DV1134 DVSD48CL DVEX48CL
M91Z90GV4Y 200 MGSDB2 DV1234 DVSD48CY DVEX48CY
o Me1Z90GV4LG(A) 100 MGSDB1 * E— |
] M91Z90GV4DG(A) 110/115 MGSDB1 % T I
[} M@1Z90GV4YG(A) 200 MGSDB2 % T
() M91Z90GV4AGG(A) 220/230 MGSDB2 & | - e

*When using a speed controller operative under a wide range of supply voltage (MGSD, SD48, EX48), the mating motor should be selected
according to the veoltage of the power supply to be used.

&3 Gonforming to international standards : M3 C €
% MGSD speed controllers are compliant with (T3us and C€ .

* The models with a motor model number to which “A” is suffixed are not equipped with a capacitor cap.
The models with a motor model number to which “A” is suffixed are not sold or available in Japan.

* Please read your User's manual carefully so that you will understand the operation and safely precaulions before altempling lo operale the syslem.
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